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GRapid Clamp ™

Gangform System

The Rapid Clamp system is 

a high-strength concrete 

forming system designed 

for fast-paced gangform 

operations.  It has the 

strength required for the 

large contact areas and fast 

pour rates common in large 

gangform applications.
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System Design

The Symons Rapid Clamp system is 
a high-strength concrete forming 
system designed for fast-paced 
gangform operations.

�3�D�Q�H�O�V���D�Q�G���À�O�O�H�U�V
This metric, modular system consists of a 
steel frame and a resin-coated 15 mm ( 5�¼8") 
plywood face.  It provides the strength, 
�G�X�U�D�E�L�O�L�W�\���D�Q�G���À�Q�L�V�K���Q�H�H�G�H�G���I�R�U���P�R�V�W��
gangforming applications.

Rapid Clamp has the strength required for 
the large contact areas and fast pour rates 
common in large gangform applications.  
With a design pressure of 6000 kg/m 2 
(1228.8 psf), only two ties are needed for 
3 meter panel heights.

Rapid Clamp forms can be used horizontally 
or vertically, even within the same gang.  
Available in various widths from 25 to 
200 cm, and heights of 1 or 3 meters, this 
�Z�L�G�H���U�D�Q�J�H���R�I���S�D�Q�H�O���D�Q�G���À�O�O�H�U���V�L�]�H�V���P�H�D�Q�V��
that you'll be able to form almost any wall 
dimension.  When combined with inside and 
outside corners and accessories, pilasters, 
bulkheads and columns can be formed with 
standard equipment, minimizing costly job-
built forming operations.

�&�R�U�Q�H�U�V
Inside and outside corners are available 
in 1 and 3 meter heights.  The standard 
inside corners are 30 cm x 30 cm 
(approximately 12" x 12").

Inside Corners Outside Corners

1m x 3m 
Panel

2m x 3m Panel 1m x 2m 
Panel

1m x 3m Panels 
Typical attachment



Clamp Connection

The Symons Rapid Clamp system features 
clamp connections that eliminate the need 
for tools and aligning bars.  Setting up 
�R�U���F�K�D�Q�J�L�Q�J���W�K�H���F�R�Q�À�J�X�U�D�W�L�R�Q���R�I���J�D�Q�J�V��
is quick and simple with these innovative 
attachment clamps.

Other clamp-style forming systems require 
several types of specialized clamps even 
for relatively common applications.  Rapid 
Clamp has just two clamps that are used 
�I�R�U���D�Q�\���I�R�U�P�L�Q�J���F�R�Q�À�J�X�U�D�W�L�R�Q�������7�K�L�V��
reduces confusion, boosts productivity and 
�V�L�P�S�O�L�À�H�V���R�S�H�U�D�W�L�R�Q�V��

Connecting Clamp
Attaching and removing the Connecting 
Clamp requires no tools.  A simple lever 
action opens and closes the “jaws”, and 
a large tension screw is easily adjusted by 
hand.

This clamp is used vertically or horizontally 
�R�Q���S�D�Q�H�O�V�����À�O�O�H�U�V���D�Q�G���F�R�U�Q�H�U�V�������:�K�H�W�K�H�U��
side-by-side or stacked, Rapid Clamp forms 
are easy to connect. 

Adjustable Clamp
The Adjustable Clamp also requires no 
tools to install.  The large wing nut on the 
handle adjusts the clamping “jaws” to 
�D�F�F�R�P�P�R�G�D�W�H���O�X�P�E�H�U���À�O�O�H�U�V���X�S���W�R���������F�P��
(10") wide.

Like the Connecting Clamp, the Adjustable 
Clamp can be used vertically or horizontally 
to create the exact dimension required.

Connecting Clamp in open position

Connecting Clamp in closed position

Adjustable Clamp in open position

Adjustable Clamp in closed position
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Heavy Duty Ties
Symons offers various heavy duty tie 
and hardware options to complement 
the Rapid Clamp forming system.

She-Bolts
With the use of a She-Bolt Cone, the 
same 15 mm diameter rod is used 
for both the inner and the outer 
attachment rod.  The inner tie is always 
4 inches shorter than the wall thickness 
to work in combination with the length 
of the She-Bolt Cone.

Adjustable Top Tie
The Adjustable Top Tie Bracket, a real 
time and cost saver, attaches over the 
top of opposing panels and functions as 
a dry tie.  All components are above the 
form and concrete placement, making 
the entire assembly reusable.

�7�D�S�H�U���7�L�H�V
The reusable Taper Tie is tapered 
from 5�¼8" diameter to ¾" diameter 
with an ultimate capacity of 36,800 
lbs.  Standard Taper Ties are available 
in a variety of lengths to permit wall 
thicknesses from 8" to 30".

Taper Ties offer the advantage of using 
the same diameter nut on both ends, 
making setting simpler and faster.

Taper Tie

5/8" Taper Ties

Style Taper Taper Length Overall Length

1 5�8" to ¾" 16" 42"

2 5�8" to ¾" 24" 50"



Ties

Symons Rapid Clamp forms and 
reusable ties combine to create a 
remarkably strong concrete forming 
system.  The tying system consists of the 
Thread Bar, a PVC tube with Cone Caps, 
plate washers and wing nuts.

�7�K�U�H�D�G���%�D�U
The high strength, weldable and 
bendable 15mm ( 5�¼8") ductile steel bar 
has a full-length, cold-rolled contour 
thread.  The 2½ threads per inch offers 
fast installation and stripping.  The 
Thread Bar is available in 20' -0" standard 
lengths and can be cut to specific 
project requirements.  Field cutting, 
with Carbor un dum blades, is easily 
accomplished without thread damage.

PVC tube and Cone Caps
PVC tubes and reusable Cone Caps 
ensure accurate form spacing and 
protect the Thread Bar to allow them to 
be used repeatedly.

�3�O�D�W�H���Z�D�V�K�H�U���D�Q�G��wing nut
No walers are needed at tie locations.  
Plate Washers rest directly on form 
crossbars, reducing equipment needs 
and simplifying set-up operations.

The durable, course thread pitch of the 
tie system makes tie installation and 
stripping faster because workers need 
just a few spins of the wing nut to place 
the tie.

Cone Cap

PVC tube

Thread Bar 

Typical application

Nut

Plate 
washer

 Cone Cap

PVC tube Thread Bar

Rapid 
Clamp 
form

Wing Nut

Plate washer
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�7�U�D�Q�V�L�W�L�R�Q���)�L�O�O�H�U
The 8" Symons Rapid Clamp Transition 
Filler provides a convenient connection 
between Rapid Clamp and almost 
any other Symons concrete forming 
system.  Details and cut-up areas can 
be easily formed without wasting time 
constructing job-built fillers.

Tie-Off Rod
The Symons Rapid Clamp Tie-Off Rod 
allows easy attachment of personal 
safety equipment.  This exclusive design 
meets the Occupational Safety and 
Health Administration (OSHA) 5000 lb. 
capacity requirement for personal fall 
protection.  The design improves worker 
safety without reducing productivity.

�7�K�U�H�H���3�L�H�F�H���6�W�U�L�S�S�L�Q�J���&�R�U�Q�H�U
The inside stripping corner allows core 
walls to be set and stripped without 
disassembling the gangs.  The corner 
consists of three pieces which partially 
disconnect and slide inward with 
ratchet turnbuckles at the top and 
bottom of each gang.

�$�O�L�J�Q�H�U���&�R�Q�Q�H�F�W�R�U
The Aligner Connector is used to 
connect the Pipe Form Aligner when 
Rapid Clamp crossmembers are in a 
horixontal position.  A 5�¼8" x 5" bolt with 
two 5�¼8" diameter nuts are required to 
connect the Aligner Connector.

Rapid Clamp �:�D�O�H�U���&�R�Q�Q�H�F�W�R�U�V
Symons Rapid Clamp Waler Connectors 
quickly attach Versiform ® walers 
to Rapid Clamp to provide vertical 
alignment.  A minimum of two Waler 
Connectors are required per panel.  
To prevent waler slippage, a Waler 
Connector Channel should be used 
at one of the Rapid Clamp Waler 
Connectors on each vertical waler.

Tie-Off Rod

Nut must be in down 
position (as shown) or 
horizontal position to 
use rod as a safety belt 
attachment point.

Three-Piece Stripping Corner



Accessories

�$�G�M�X�V�W�D�E�O�H���)�L�O�O�H�U
The Adjustable Filler is available in 1 and 
3 meter lengths.  It is adjustable to any 
width from 6 cm (2¼") to 25 cm (9¾"), 
which reduces time-consuming job-
building operations for small spans.

�:�D�O�N�Z�D�\���%�U�D�F�N�H�W
The all-steel one-piece Walkway Bracket 
assembly allows safe worker access.  
The bracket pins onto Rapid Clamp 
forms with attached hardware.  Built-in 
clips provide lumber insertion points for 
fast, simple walkway assembly.

�6�F�D�I�I�R�O�G���%�U�D�F�N�H�W���D�Q�G���*�X�D�U�G���5�D�L�O���3�R�V�W
The Scaffold Bracket connects to a 
vertical or horizontal crossmember 
with the attached pin.  The Guard Rail 
Post is simply inserted into the Scaffold 
Bracket, and the lumber deck and 
railings are attached.

�/�L�I�W�L�Q�J���%�U�D�F�N�H�W
The Rapid Clamp Lifting Bracket has a 
load rating of 1000 kg (2200 lbs.).  Two 
clamps are used to lift a typical 31.4 m 2 
(314 ft 2) gang.

Easily clipped onto and removed from 
the top rail of a gang, Lifting Brackets 
are only attached to the gangs during 
transport.  With a quick flip of the 
lever, they can quickly be moved from 
gang to gang, reducing the amount of 
equipment needed on the site.

�%�X�O�N�K�H�D�G���%�D�U
You don’t need extra outside corners 
and narrow panels on hand to form 
bulkheads.  The Bulkhead Bar provides 
a simple way to produce these details 
with lumber.  Bulkhead forms and the 
supporting lumber are held in place by 
placing one end of the Rod inside the 
panel rail, and attaching the washer and 
nut, provided.

Adjustable Filler

Bulkhead Rod

Walkway Bracket

Lifting Bracket

Scaffold Bracket and 
Guard Rail Post
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CORPORATE HEADQUARTERS
1125 Byers Road
Miamisburg, OH 45342
937-866-0711

ACCESSORIES AND CHEMICALS
Customer Service:  888-977-9600
Technical Assistance:  877-266-7732
info@daytonsuperior.com

�)�2�5�0�,�1�*���3�5�2�'�8�&�7�6
Customer Service:  800-800-7966
Technical Assistance:  877-266-7732
info@daytonsuperior.com

�%�5�,�'�*�(���'�(�&�.���)�2�5�0�,�1�*
Adjustable Joist Hangers
Bridge Overhang Brackets
Haunch and Fillet Forming
Pres-Steel, Coil Rod and Con-Beam 

Hangers
Screed Supports 

CHEMICALS
Bond Breakers
Cleaners / Strippers
Concrete Repair/Restoration
Curing Compounds / Sealers
Epoxies
Floor Levelers
Form Release Agents
Grout
Hardeners / Industrial Toppings
�/�L�T�X�L�G���'�H�Q�V�L�À�H�U�V
Surface Retarders

�)�2�5�0�,�1�*���$�1�'���6�+�2�5�,�1�*
Aluminum Shoring
Ganged Formwork
Garage Beam System
Handset Formwork
Highway Forms
Jump Forms
Modular Deck Shoring
One Sided Frames
Self Spanning Forms
Steel Frame Shoring

�)�2�5�0�/�,�1�(�5�6
ABS Plastic
Polystyrene Plastic
Precision Cut Foam
Solid Urethane
Urethane-Skinned Foam

�3�$�9�,�1�*
Dowel Bar Expansion Caps
�'�R�Z�H�O���%�D�U���5�H�W�U�R�À�W���6�\�V�W�H�P
Elastomeric and Hot Pour Joint Seal
Metal Keyway Form Systems
Tie Bar Assemblies
Transverse Bar Assemblies
Welded Dowel Assemblies
Wire Baskets without Dowels

PRECAST
Anchors and Lift Systems
Coil / Ferrule Inserts
Core Plugs
Magnets
Precast Forms
Rustications/Chamfers
Sandwich Panel Connector
Shear Connectors 
Slotted Inserts

�5�(�%�$�5���6�3�/�,�&�,�1�*
Forged Dowel Bar Couplers
Lockshear Bolt Couplers
Shear Resistance Products
Straight Thread Couplers
Taper Thread Couplers

REBAR SUPPORTS
Concrete Dobies 
Continuous Plastic and Steel  

Bar Supports
Individual Plastic and Steel  

Bar Supports
Mesh Chairs
Paving Chairs
Side Form Spacers

TIES AND ACCESSORIES
Modular Form Ties
Single Waler System
Ties and Accessories

TILT-UP
Braces and Brace Anchors
Helical Ground Anchors
Setting Plugs
Strongback System
Tilt-Up Anchors and Lifting Systems

CONCRETE ACCESSORIES
Accubrace®

Aztec®

Bar Lock®

Corewall®

Fleet-Lift™
Swift Lift ®

Taper-Lock®

CONSTRUCTION CHEMICALS
Unitex®

�)�2�5�0�,�1�*���3�5�2�'�8�&�7�6
Symons®

Max-A-Form®

Steel-Ply®

Sym-Ply®

�:�L�W�K���S�U�R�G�X�F�W�V���S�U�R�X�G�O�\���P�D�G�H���L�Q���$�P�H�U�L�F�D���D�Q�G���D���Z�L�G�H���E�U�H�D�G�W�K���R�I���U�H�F�R�J�Q�L�]�H�G���E�U�D�Q�G�V�����'�D�\�W�R�Q���6�X�S�H�U�L�R�U��
�L�V���W�K�H���P�R�V�W���F�R�P�S�U�H�K�H�Q�V�L�Y�H�����V�L�Q�J�O�H���V�R�X�U�F�H���S�U�R�Y�L�G�H�U���I�R�U���D�O�O���\�R�X�U���F�R�Q�F�U�H�W�H���F�R�Q�V�W�U�X�F�W�L�R�Q���Q�H�H�G�V��

DAYTON SUPERIOR BRANDS

DAYTON SUPERIOR PRODUCTS

�&�2�1�7�$�&�7���,�1�)�2�5�0�$�7�,�2�1
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